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WHY CANDYLED?

The LED (Lighting Emmiting Diode) is an
electronic’component of the family of
Optoelectronic components capable of
emitting light when an electric current
flows through it.

Appeared in 1962, the LED is
one of the most powerful,
economic and durable light

sources. ; .
Many now consider it as the

most revolutionary invention in
over hundred years. In fact, the
applications integrating LEDs are
almost infinite...

THE NUMEROUS BENEFITS OF CANDYLED BULBS
AND LIGHTING SYSTEM

Our LED lighting solutions have significant strengths for saving energy, reducing
costs of ownership and maintenance:

Compliance with standards Warranty Lifespam

Durée
de vie

30 000h+

el Lifetime

Compliance with the highest quality
and safety standards, including Up to 5 years warranty CoB range 30 000H+ Lifetime
European standards

Security Energetic efficiency

Contains neither Mercury nor
Lead. No Ultraviolet (UV) or Up to 90% energy saving
Infrared emission

Luminous efficiency Color temperature

Wide range of color temperatures

o N
100% instant lighting Up to 160 Lumens per Watt from warm white to cool white






TRACK LIGHT

The Track Light is an effective form of ambient lighting. It allows to direct the
light of any shape and any room or exhibition space.

This lighting can attract buyers with high quality light that accentuates the
intense whites and rich colours.

This range offers immediate energy savings, long life and excellent value for
money.

| APPLiCATions

e Shops and showrooms
e Supermarkets
* Offices

| BENEFITS

* Good energy performance
* Adjustable light to fit the decor
e Lifespan: 30 OO0OH+
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T RACK

Track Light 22W 25°/45°
Track Light 37W 25°/45°

LIGHT

linear Lighting 40W

E@
m] L References
m

230V AC
25°-45°
PF>0.9

37W
230V AC
25°- 45°
PF>0.9

40W
230V AC
120°
PF>0.9

220- 240V 30000 h+

220- 240V 30000 h+

220- 240V 50 000 h+

D022D9N3/4

D037D9N5/6
3 300

D022D9N3/4
2 100

D037D9N5/6

6 000 D040D9SB1




TRACK LIGHT 22W - 230V AC

220240\ 2100
@ LUMENS

CHARACTERISTICS:

v A Tq AN

_|
Power Voltage Luminous Flux Beam Angle %
=
22 W 220 - 240V 2 100 Lumens 25°- 45° =
G S
% d [mm]
Energetic Class Lifespan Dimensions
At 30 000 h+ 240 mm x 180 mm x 100 mm
TO ORDER:
wn
(D m References Bar code Colours temperatures
-
(SD) o D022D9N1-W25 6193102801638 Neutral white 4 000k i
D022D9IN1-B25 6193102801645 Neutral white 4 000k il
D022D9IN1-W45 6193102801652 Neutral white 4 000k il
D022D9IN1-B45 6193102801669 Neutral white 4 000k il
Track Lights are available in white and black housing
Rails and mounting accessories are available in White, Grey and Black.
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220-240V 33m
@ LUMENS 'v..’q' P20 1>0,9

CHARACTERISTICS:

w

Power

37 W

A+
-
—
—
| —

Energetic Class
A+

TO ORDER:

References

DO37D9N1-W25
DO37D9N1-B25
DO37D9N1-W45

DO37D9N1-B45

(S PF

A <

Voltage Luminous Flux

220 - 240V 3 300 Lumens

C,

Lifespan

30000 h+

Bar code

6193102801676
6193102801683
6193102801690
6193102801706

Track Lights are available in white and black housing
Rails and mounting accessories are available in White, Grey and Black.
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Beam Angle

25°- 45°

d [mm]

Dimensions

240 mm x 180 mm x 100 mm

Colours temperatures

Neutral white 4 000k
Neutral white 4 000k
Neutral white 4 000k

Neutral white 4 000k



Series

LED SMD

IP20 (]50lm/W}

“ Lo
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CHARACTERISTICS:

v A =S

Power Voltage Luminous Flux
40 W 220 - 240V 6 000 Lumens
©
Energetic Class Lifespan
A* 50 000 h+
TO ORDER:
References Bar code
DO40DSN1 6193102801300
D0O40D9N2 6193102801317

RS
Beam Angle

120°

d [mm]

Dimensions

1500 mm

Colours temperatures

Neutral White 4 000K
Neutral White 4 000K
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CONTACT:

DISTRIBUTORS
distribution@candyled.com

Website: www.candyled.com

Tous droits réservés. La reproduction partielle ou totale est interdite sans l'accord écrit préalable du titulaire des droits d’auteur.

L ‘information présentée dans ce document est réputée étre exacte et fiable et peut étre changée sans notification.

Candyled est une marque déposée de Sky Industries.
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OFFICES: -
Immeuble 3S, Rue Abou Hamed Ghazali, 1073 Montplaisir, Tunis, Tunisie g
SHOWROOM : S
(@)

Immeuble Nefissa, 31 rue des Entrepreneurs, 2035 Chargia2, Tunis, Tunisie
Tel: +216 71 120 210

PRODUCTION SITE :
Zone Industrielle Zriba, 1182 Zaghouan, Tunisie

Email: contact@candyled.com




Certificat TN18/223574914

Le systéeme de management de

Sky Industries

Zone Industrielle Zriba,
1182 Zaghouan, Tunisie

a été audité et certifié selon les exigences de

1ISO 9001:2015

Pour les activités suivantes

Design et Fabrication de modules de LED, d’alimentations électriques et
de luminaires a base de LED.

Ce certificat est valable du 3 Mai 208 au 3 Mai 2021
et reste valide jusqu’a décision satisfaisante a I'issue des audits de suivi

Date de renouvellement de certification 3 Mai 2021 - 3mois
Version 1. Certifié depuis Mai 2018

Autorisé par
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SGS ICS
29, avenue Aristide Briand 94111 Arcueil Cedex France
t+33 (0)1 41 24 87 75 f+33(0)1 73 01 71 29 www.sgs.com

Page 1de 1

Ce document est émis par la société conformément a ses conditions générales de
Certification accessibles http://www.sgs.com/en/Terms-and-Conditions. Nous attirons votre
attention sur les clauses de limitation de responsabilité, d'indemnisation et de compétence
judiciaire figurant dans nos conditions générales de service. L'authenticité de ce document

peut étre vérifiée sur http://www.sgs.com/clients/certified_clients.htm. Toute modification
non autorisée, altération ou falsification du contenu ou de la forme du présent document est
illégale et les contrevenants sont passibles de toutes poursuites prévues par la loi.
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Candyled - Showroom
Immeuble Nefissa

31, Rue des Entrepreneurs
2035 Charguia 2 Tunis

Tel: +216 71 120 210

Fax : +216 70 200 902
contact@candyled.com
www.candyled.com




